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FOREW O RD

This report dcscribcs experimental and theoreLical studies of
blast-induced translational effects with regard to dummics, animals,
stones, concrete building blocks, and spheres. Some results are presented J
of inathenatical model studies of the accelerative as well as the decelerative j
phase of displacement. The present study represents a further analysis
oi previously reported data and is intended to clarify some of the problunis
associated with translation. The biological implications of translational
events are not discussed in this paper.

This report and some additional material were summarized on
October 6, 1966, before a symposium on the Biological Effects of Air
Blast at the National Academy of Sciences sponsored by the NAS-NRC
CommitLec on Hearing, Bioacoustics, and Biomechanics, "CttABA.
On October 13, 1966, the report was presented at the New York Academy
of Sciences conference on Prevention of and Protection against Accidental
Explosion of Munitions. The text was also submitted for inclusion in the
Annals of the New York Academy of Sciences.
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ABS TRACT

A mathematical model was developed to predict the time displace-
ment histories of objects Lransl.ted by tILU blast wind's fromn conv•:;eto;n-1a
or nuclear explosions; these predictions were then compared to actual
experiments. The objects studied varied in size from 139 ing spheres
to man and were all assumed to be free * to move over a smooth horizontal
surface. The effects of ground friction could either be included or
neglected, but when they were considered the ground friction eventually
brought the objects to rest after the winds had passed. The values of
ground friction used were determined experimentally and were found
to be functions of the velocity and mass of the object being displaced.

The translational model was general enough for either classical
or non-classical blast waves to be considered. Results for a chemical
explosion were obtained by using both the computed blast waves of various
authors and the experimentally determined blast waves. These predicted
results were compared with each other as well as with experimental
data obtained with steel spheres. The model was used to determine
dynamic-pressure impulses necessary to explain the measured sphere
velocities at three ranges from ground zero.

Another mathematical model was briefly described which was
developed to compute the detailed two-dimensional trajectories of
objects as they roll, slide, and bounce along the ground. The model
closely predicted the measured distances between bounces and the total
displacements of concr ete blocks and large stones and thus helped to
explain the mechanisms of tumbling by which an irregular object may
become airborne during both the accelerative and the decelerative phases
of displacement.

* Ground friction is used here to designate the process of energy
dissipation b1 sliding, rolling, and impacting along the ground.
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BLAST-INDUCED TRANSLATIONAL EFFECTS

E. Royce Fletcher and I. Gerald Bowen

INTRODUCTION

The Lovelace Foundation has conducted experiments on two
operations at the Nevada Test Site (Bowen et al., 1956, 1963; Taborelli
et al., 1959) and on two operations using chemical explosives (Bowen
et al. , 1965; Fletcher et al. , 1965a; Bowen and Fletcher, unpublished)
in order to evaluate the translational effects produced by the blast
waves from nuclear and conventional explosions. Experimcnts were
performed on five nuclear shots ranging in yield Iro•n 11 tu 414 kt and
on two high explosive (H1E) shots having yieldc3 of 50 and 500 tons.
Translational velocities and in some cases total displacements were
determined for about 20, 000 objects, such as spheres, aniimals,
anthropomorphic dummies, stones, concrete building blocks,
window-glass fragments, and steel fragments.

Theoretical studies and laboratory experiments (.Bowen et al.
1961, 1962; Fletcher etal. , 1961; Fletcher et al. , unpublished) were
done to help explain the mechanisms involved in the translation of
objects by blast waves and thus to make it possible to predict their
behavior when exposed to any specified arbitrary blast wave. The
decelerative phase of displacement when the objects conic to rest by
sliding, rolling, and bouncing along the ground has also been studied
both theoretically and experimentally (Fletcher, 1965b).

In the present paper the results of several experiments (mostly
conducted during a 500-ton TNT shot) involving the translation of
spheres, animals, dummies, stones, and blocks will be described.
Theoretical tirne-displacement histories for the translated objects were
computed using a revised mathematical model of blast-induced translation
(Fletcher et al. , unpublished). These calculations were based on blast
waves predicted by various authors as well as on experimentally
determined blast waves; in this way, the various predictions can be
compared not only to experiment, but also to each other.

TRANSLATION MODEL

The revised mathematical model (Fletcher et al., unpublished)
of blast-induced translational effects is similar to the earlier models
(Bowen et al. 1961, 1962), but two major features have been added:
(1) arbitrary blast-wave forms can be used and (2) the effects of ground
friction can be included if the translating object is tumbling over smooth, I
flat ground. In the earlier models it was assumed titat the blast waves

_ _ _ _ _

/I I I I I I I I I I IA



were classical in form and that the objects did not strike anything while

they were being translated. Thus the total displacement of a translated
object couid not be computed since these models included no way of
describing the motion of the object during decelerative tumbling
along the ground.

Ab in the case of the earlier models, time-displaceroeot histories
are calculated with the aid of a digital-computer program based on the
mathematical model. This program will accept an overpressure wave
and either a dynamic-pressure wave or a wind-velocity curve, and will
gencrate the time-displacement history of an object (whose acceleration
coefficient* may vary with time) which may either be assumed to be
in free air or to be bouncing and sliding along the ground as it translates.
If an equation is not available for the blast wave, a "broken-line'
approximntion may be used and in this ý-iy precursor and other non-
classical wave forms can be handled.

The effects of ground friction on the object are approximated in
the model by an average decelerative force which is assumed to act
on the object throughout the entire motion. The value of this average
decelerative force due to ground friction was derived from empirical
fits to data obtained by dropping animals, stones, and concretv blocks
from a truck traveling at various speeds and measuring the total

displacements. The force per unit mass (i.e., the deceleration) was

found to be a function of velocity and mass for aninials and a function
of velocity only for stones and concrete blocks. Equations for the
frictional deceleration will )-- presented in the next section along with

a description of the "calibration" experiments from which they were
derived.

In developing the model, a differential equation was derived which
describes the motion of an object acted upon by blast winds and ground
friction. Since this equation could not be solved explicitly, a linear
approximation to the solution over finite time steps small enough to

introduce negligible errors in the final answers was used in the computer
program. The computed acceleration, velocity, and displacement of the

object, as well as the pertinent blast-wave parameters, are plotted and
printed out at any specified interval of time.

CALIBRATION EXPERIMENTS

In order to use the translation model to predict the complete time-

displacement histories of objects bouncing along the ground; it was
necessary to include the effects of ground friction in the model in some

way. Therefore, experiments to study ground friction (Fletcher, 1965b)
were performed in which more than 500 objects were dropped on smooth

)• flat ground (a graded airstrip on an alluvial nlainl from _ truck traveling
at speeds ranging from 10 to 60 mph. Total displacements of the objects
were recorded as well as the distances between idividual impacts if the

imprints could be located. The experimental objects included stones

*Defined as the area presented to the wind multiplied by the drag i
coefficient and divided by the mass.
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(1.3 - 116 lb), ordinary concrete building blocks (ZS. 0 - 32. 5 lb),
concrete-filled building blocks (55. 0 - 56. 5 lb), guinea pigs (1.2 - 1. 7 lb),
rabbits (5.2 - 8. 1 lb), dogs (36.U - 44.6 ib), and a gu,•t (59 1.,). --
concrete building blocks (7.5 x 7.5 x 15.5 inches) and the animals,
which had been sacrificed by injections of Nemnbutal, were dropped in
various orientations to determine variations in the subsequent motion.

The aninal displacements showed no variation with orientation
but did show a significant variation with mass; for a given speed the
larger animals required a slightly longer distance to stop than did the
smaller ones. A dimensional analysis approach was used in an attempt
to scale from one animal to another and thus to explain the variation in
total displacement with mass. It was assumcd that the total displacement
of O'n- -ni-npI-s, S, was only a function of: (1) the initial velocity, o
(2) the acceleration of gravity, g; (3) the mass of the animal, m;
(4) the average density of the animal, P; (5) the coefficient of sliding
friction, .,.. - (6) the coeffic-.ent of rolling friction, }1 .. Then,by
applying the principles of dimensional analysis and assumning that g,
P, and rs are constant for all the aninial drops, the following relation

was derived:

1/3 f 1/6 1/3S / = f( m , /rm /m

It should be noted that dimensional analysis cannot predict the nature
of the undetermined function, f. Therefore, in an attempt to determine
f empirically, a plot was made of S/mi15 vs Zo/ r1/. On this plot,
the datum points for all four species fell along a sin le curve (a separate

curve was needed for each species o? a plot of S vs indicating th t,
within experimental a ceuracy, S/mr1 3 is only a function of Z 0 /rn and
not a function of ./m / . This could be interpreted in either of two
ways: (1) L'r/m/3r is a constant or, at least if it varies, the effect on S
was too small to measure in the calibration experiments, or (2) ýLr should
not have been included in the list of parameters of which S is assumed to
be a function. It was further noted that when the plot of S/m1/3 vs Z5o/ml/6

was made on log-log paper, the single curve appeared to be a straight
line.

In view of the above considerations, it was decided to analyze the
animal data in the form

log 1 0 [S (165/m)1/3] = A + B log1 0 [Zo(165/m) 1 I6 ]

where A and B are constants and 165/m is used instead of 1/m so that
the chart prepared to show this relation, FIGURE 1, can be read directly
as S vs 7o for a 165-lb animal. For an animal of any other mass, some
calcu]ation would be involved to obtain S as a function of Z from the

0
chart. From the 230 datum points in FIGURE 1, it can be seen that the
results for all four species are in good agreemenL and that the scattcr is
quite low, the standard error of estimate in S/mI/ 3 being approximately

11 percent.

* Regardless of the original orientation, the animal assumed a

rolling position about its long axis.
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Since the vollation il . I. . .... 1,'IgLl th scal- .. .gc._-d .p"'-..... ...
as a function of the scaled initial velocit), it is possible by differentiating
to obtain the inc reimnctal increas e in stopping distance associated with an
incremnental increase ii initial velocity and thereby to obtain the average
deceleration du2 to ground friction, D. = Zo d(Z 0 )/dS, as a function of
velocity and mass. The deceleration tound ii this mannter was

Dz =8. 9029 [7 (165/ni)1/60"38308

where Zo is in ftlsec,, in in lb, and Da in ft/sec 2. From, this deceleration
it is possible to compute the time required for the anirmal to come to rest.
A few of thcsc stopping times are indicated in F!GUt{E I on the scale
labeled t( 165/_ , 6. Thus, the stopping times can be read directly
for a 165-lb aiimal but niust he comouted for an animal of any other mass.
In order to facilitate this ciniputation, the equatioi, for t as a function
of Z and in is also given in FIGU.IRI 1.

0

Unlike the aniinUtl displacemients, those for the stones showed no
variation with mass over the range of the stone sizes tested 1. 3 to 116 lb);
i. e. , stone displacemlents are a function of fnitial velocity but not of
mass. The concrete-block displacements, on the other hand, did vary
with orientation, again unlike those for animals, but when the block
data for all orientations wvere combined, there was no significanit difference
between either the hollow- or the filled-block displacements and the
stone displacements, Consequently, in order to predict the displacements
of either stones or blocks dropped in randomn orientations, all the stone
and block data were analyzed together as shown in FIGURE 2. The datum
points represent the geometric means of the particular group of blocks
or stones. The ,umber of individual experiments in each grouF. is
indicated near tie plotted points. (Individual rather than grouped data
were used in the regression analysis. ) The spread in the data is so
large that the total displacements for only about 6S percent of similar
individual experiment5 can be predicted with 41 percent. The stone
and block displacements have a greater variability than the animal
displacements because the motion of the stones and blocks is not as
uniform as that of the animals. That is, animals always assume the
same rolling orientation and tend to stay close to the ground whereas
the stones arid blocks are mostly airborne, the energy dissipated upon
impact being greatly dependent on orientation as well as velocity. It
should be noted that these objects were dropped from a truck at a height
of approximately 2. 6 ft resulting in a vertical impact velocity of about
13 ft/sec in addition to their horizontal velocity, Z20 The deceleration
for stores and blocks, D , was computed (as in the case of the animals)
and found to beS

D = 15.40 211i0 0996ni o
- 0 2

where, as before, Z is in ft/sec and D in ft/sec . A few stopping
times, t, and the fornmula for computing them are also indicated in
FIGURE 2 and were determined in the same manner as that used for
computing the stopping times for animals.
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The aj imal displacements obtained in the "calibration" experiments
have bccn ...... ..anrcd 1,1-'Ictc.,- 19765b- to ihe rebults obtained by
Anderson et al. (1961) where goats and dummies were blown from an
open-end shock tube and tumbled to a stop over a "grassy pasture. "

Reasonably good agreement was found between the results of the two
experiments considering the variations in the experimental techniques
and the inherent differences between animals and d-ramies. The
experimental stone and block displacements have not been compared
to the results obtained by any other experimenters.

SPHERE TRANSLATION

During Operation SnowBall an experiment was conducted to measure
for steel spheres of different sizes their blast-induced velocities a,
approximately maximum value (Fletcher et al., 1965a). These velocities
could then be related by means of the acceleration coefficient to those
measured photographically for goats and anthropomorphic dummies in
another experiment to be described later. The sphere velocities were
also used to estimate the dynamic-pressure impulse at each of the three
ranges where they were placed.

Impact velocities were determined by trapping the spheres in two-inch
layers of expanded polystyrene (Styrofoam) and later measuring their
depths of penetration. Two pieces (each I ft x 3 ft x 2 in) of Styrofoam
were used at each station placed at 965-, 790-, and 580-ft ranges where
the predicted peak overpressures were 10, 15, and 30 psi, respectively.
These installations were identified as 10SB, l5SB, and 30S3, the
number referring to the predicted overpressure and SB representing
SnowBall. Each sheet of Styrofoam was cemented in a vertical position
to a piling set in concrete with the bottom of the sheet at ground level
(FIGURE 3). The spheres were located 4.0 ft upstream from the
Styrofoam at heights of 0. 8, 1. 8, and 2. 8 ft above the ground. The
initial distance between the spheres and the Styrofoam was chosen from
theoretical considerations to trap the spheres at approximately their
maximum velocity. The spheres were placed with the centers two
diameters apart in shallow holes (0. 1 diameter deep) drilled in steel
bars which were oiie inch wide and one-fourth inch thick. These bars
were welded to vertical steel bars (FIGURE 3) set in the ground.

The geometric means and the geometric standard deviations of the
impact velocities, V, (as computed from the depths of penetration) are
shown in FIGURE 4 as a function of the acceleration coefficient, a, of
the spheres. The curves are the predicted V-vs-a relatioi~s, obtained
using the blast waves from the indicated references and the mathematical
model of blast-induced translational effects. When this model was used
to compute the sphere-impact velocities, it was assumed that the spheres
were in free air (since they do not impact the ground in translating from
their mount to the Styrofoam) and that their acceleration coefficients were
those based on a drag coefficient of 0. 47 (Iloerner, 1958). The calculations
were discontinued after the spheres had traveled four ft, the point at
which they should impact the Styrofoam.
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The curves based on Brode's work (1957) were obtained by finding
the refiection factor for a surface burst which would predict the measured

peak-overpressure-vs --range relation from SnowBall. By using this
reflection factor (2. 55) along with the ambicnt pressure (13.67 psi)
and ambient speed of sound (1142 ft/scc), the complete set of blast-
wave parameters could be obtained as functions of time. The curves

• computed with these parameters are somewhat high for 15SB and 30SB,
but seem to.correspond well-to the data at 10SB. Part of the discrepancy
may be explained by the fact that an unrealistically high reflection
factor of 2. 55 was necessary to obtain the correct overpressure vs range
relation whereas a reflection factor of 1. 63 was calculated for SnowBall
by Keefer (1965). This high reflection factor (i. e., high yield) led to
longer durations and correspondingly greater dynamic-pressure impulses
and thus predicted velocities which are too great.

The curves based on Dewey's work (1964) fit the data much better,
particularly at the 30SB station, although the predictions at 15SB and
30SB still appear to be somewhat high. The better fits are not surprisik,g
in view of the fact that Dewey's formulas are not strictly theoretical
but rather are empirical fits to data gathered on smaller but similar shots
(i. e., hemispheres of TNT placed on the ground). The deviations from
the experimental velocities may result from the fact that Dewey's formulas
are not realistic for times beyond the limit of the experimental data
since they predict the winds will remain positive forever; i. e. , the wind
speed reaches a minimum value and then starts increasing without having
gone negative. Although some of our experiments (see following section)
actually did show evidence of an "extended" duration at the 10SB station,
no such evidence was seen at the 30SB station of Operation SnowBall.

The velocity vs a curves based on the work of Mills et al. (1964)
are high at all three stations. However, their data do predict the
experimental peak overpressure-vs-range relation for a reflection factor
of 1. 63, and their predicted durations for the positive overpressure are
within 10 percent of those measured by Keefer (1.965). It would thus
appear that the dynamic-pressure impulses of Mills et al. are too large.
Since the peak dynamic pressure can be determined from the peak
overpressure and the Rankine-ltugoniot relations, apparently the
dynamic -pressure impulses are too great because of an unrealistic
shape factor or duration, or both. Note that the predictions based on
the data of Mills et al. and Brode are in agreement for the 30SB
station but that the predictions of Mills et al. become progressively
higher than those of Brode as the overpressure decreases.

The curves labeled "C" in FIGURE 4 were computed using a
combination of experimental blast-wave parameters and the theoretical
calculations of Brode: i. e- , the experimental peak overpressure and
the experimental duration of the positive overpressure waves were taken
from Minor (1964) and Keefer (1965), the peak dynamic pressure was
computed from theory, the dynamic-pressure duration was calculated
from a curve of (dynamic-pressure duration) / (positive-overpressure F
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duration) vs (peak overpressure) taken from Drode (1957), and the
overpressure and dynamic-pressure impulses were determined from
curves of impulse vs overpressure also taken from Drode and based
on a reflection factor of 1.63. The measured overpressure curves
appeared to be nearly classical in shape, and from Dewey's measurements

(1964) on previous shots, it was anticipated that at least the leading
edges of the dynamic -pressure curves would also be near classical.
For lack of more detailed information the overpressure curves were
approximated by Friedlander equations with linear terms and the
dynamic-pressure curves were approximated by Friedlander equations
with square terms as is done in The Effects of Nuclear Weapons
(Glasstone, cd. , 196Z), but a multiplicative factor was introd-uced into
the exponent in all cases so that the desired impulses could be obtained.
The negative phases of all these curves were not used, but this had a
negligible effect on the computed impact velocities since (1) most of the
spheres impacted before the negative phase arrived and (2) those spheres
which did "see" the negative phase still spent most of the time traversing
the four-ft distance in the positive phase and the pressures during the
positive phase were much larger than the pressures during the negative
phase. For all but the "C" curves, however, the negative phases were
included directly as they were computed from the various sources
(note that Dewey's dynamic-pressure curves did not have a negative
phase but that his overpressure curves did).

The "C" curves seem to fit the data reasonably well indicating that
B3rode's impulses based on a realistic reflection factor are reasonable
even though the corresponding predicted overpressure vs range relation
is not. The computed velocities are much more dependent on dynamic-
pressure impulse than on duration; hence, the good agreement between
the predicted and experimental sphere velocities does not necessarily
mean that the predicted dynamic-pressure durations are close to the
experimental values.

In a previous paper, (Fletcher et al. , 1965a) dynamic-pressure
impulses were estimated by the following procedure: The impact velocity
vs a data at each station were approximated using a least-squares
regression analysis of the form

V= K1  a --

where K 1 and K2 are constants. It was shown that the dynamic-pressure
impulse can be taken to be equal to the regression coefficient K 1 . The
impulses estimated in this way appear in Table I under the column
labeled "estimated from spheres. " The impulses derived from Brode
using a reflection factor of 1.63 and used in computing the "C" curves
in FIGURE 4 are also listed in Table T untelr tho ,-nl,,rn lnIblA4 "p•re;•d-t
by Brode. " Note that these two estimates of the impulses are in fair
agreement, the biggest difference being at the 10SB station. The
dynamic-pressure impulses of Brode were adjusted (leaving all other
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• TA"I .F I

DYNAMIC-PRESSURE IMPULSES IN PSI-ISEC

Estimated. Predicted Adjusted
Station from Spheres by Brode (1957) Impulses

10SB 140 120 130

15SB 170 190 170

30SB 340 340 340 j
Using a reflection factor of 1.63. These impulses were used
in deriving the "C" curves in FIGURE 4.

*'' Adjusting the impulses to obtain curves which fit the data in
FIGURE 4 better than the "C" curves.

quantities including peak values and durations the same as used in
computing the "C" curves) to find the impulses which best fit the data
plotted in FIGURE 4. These "adjusted" impulses are also listed in Table
1 under the last column. Note that for 158B and 30SB the values agree
with the estimates from the regression analysis, but for 10S13 the adjusted
value is somewhat lower than the impulse estimated from the sphere
data. This discrepancy apparently results from the fact that at the
10SB station the mean velocity of the spheres with an a of 0. 139 ft 2 /lb
is lower than what would be predicted based on the velocities of the other
spheres captured at this station. This lower velocity would tend to
increase the impulse estimated by the regression analysis and decrease
the impulse estimated by the adjusted Brode analysis.

The close agreement of these impulses and the moderate scatter
in the data indicate that the dynamic-pressure impulses can be approximated
within the accuracy of the data by using the simplified regression analysis
rather than using the translation model. This is a faster and simpler
approach which still allows dynamic-pressure impulses from short-
duration blast waves to be computed to a reasonable degree of accuracy
without the details of the blast-wave parameters being considered as
functions of time.

ANTMAL AND fDUMMY TRANSLATION

During Operation SnowBall an experiment (Bowen et al., 1965)
was also conducted to determine, with motion pictures, displacement
and velocity as functions of time for goats and anthropomorphic dummies
placed at the same ranges as the 10SB, 15SB, and 30SB sphere stations.

12,
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Other objectives were to measure the total displacements of the
experimental objects, to study the tumbling mechanisms during
displacement, and to compare the measured velocities with those
predicted with the spheres.

At eaclh station two dummies and one goat were placed on an
asphalt pad on which a grid had been painted and which was lined
on either side with stripped poles, both serving as reference lines
in the field of view of two cameras mounted on 18-ft towers placed on •
either side of the pad. The anthropomorphic durnmies used in this
experiment weighed 165 lb and their joints were adjusted to give
sufficient tension for the dumrnm to stand erect. One dummy was standing,
facing away from the blast, and the other dummy was prone, face
down, with its head toward the blast. The vertical dummy was supported
by leaning it approximately 20 from the vertical against a horizontal
section of pipe at about the level of the small of the back. The goats,
which had been sacrificed with an overdose of anesthesia about three
hours before the shot, were supported in a normal standing position
side-on to the winds with the aid of a rack designed in such a way that
translation was unhindered. Thus, both the goats and the standing
dummies presented a maximnum area to the oncoming blast wave.

To aid in the interpretation of the film records, the positions
at various times of the initially -standing dummy and the goat were
sketched on a single drawing of the asphalt pad as shown in FIGURE 5
for the IOSB station. The dummy moved out feet first without any
apparenit rotation about its long axis. For a time the resulting airfoil
tended to keep the dummy airborne, the first impact being on the dummy's
head after about 547 msec and 15-ft displacement as indicated by outline
(h) in FIGURE 5. Note that the goat's head and feet initially moved
ahead of the trunk resulting in an orientation which would cause the blast
winds to deflect the motion of the goat to the right and upward. The
effect due to the head motion took precedence o-. er that due to the foot
motion causing the goat to impact on its feet with the head in a forward
position after a displacement of about 11 ft as shown by outline (f)
in FIGURE 5. Note that both the dummy and the goat deflected to the
lett. This is a result of non-radial winds which were clearly visible
on the films. The motion of the initially prone dummy is not shown
because it was rapidly obscured by dust.

The dummies and goat at the 15SB station were obscured by dust
after about 200 msec but until that time they behaved in a manner similar
to those at lOSB. One difference, however, was that at 15SB the standing
dummy's arms were blown forward thus reducing the total drag area.
At the 30SB station all experimental objects were obscured by dust
immediately upon arrival of the blast wave so that nn analysis of the
film records was possible.

The complete time-displacement histories of the goats and dummies
were computed with the translation model (including the ground friction),
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